
Water Technologies

Wallace & Tiernan® 
UV Disinfection 
Systems

Barrier® SL Series 
Systems

Key Benefits:

Proven chemical free disinfection

Effective on a wide range of 
pathogens including Cryptosporidium 
and Giardia

Economical to operate and maintain

Space saving designs
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Product Overview
The Barrier® SL Series Systems are designed to treat 
flows ranging from 10 to 100 USGPM (38 to 379 LPM).

The systems come standard with 316L stainless steel 
pressure vessels and remote modified NEMA 4X (IP56) 
fiberglass enclosures.

Systems come with 360 degree mounting brackets, 
which allow for flexible installations.

The SL Series can be provided for germicidal disinfection, 
ozone destruction (SL-OD), TOC reduction (SL-TOC), 
and liquid sugar disinfection (SL-LS).

Applications
Food processing
Beverage plants
Pharmaceutical
Liquid sugar
Hospitals
Cosmetics
Laboratories
Post DI /RO
Process water
Potable water
Wastewater

Standard Features
316L stainless steel vessel
Electropolished and passivated internal and external 
surfaces
Removable heads
Monitoring port
NPT fittings
Remote electrical enclosure
Energy efficient ballasts
Running time meter
LED lamp status indicators
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10,000 hour lamp life
Protective quartz sleeves
Brass compression fittings

Optional Features
Vertical orientation (MV) for space savings
Flange (US and DIN) connections
Sanitary fittings
UV monitoring - basic or 4-20mA
Hand-Off-Auto switch (HOA)
High heat shutoff
PLC control
Manual or automatic quartz cleaning
Sized for TOC reduction, ozone destruction, liquid 
sugar disinfection
Explosion proof
Skid mounting
Stainless steel light traps
Stainless steel compression fittings
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Metering Pump Feed System



SL Series
Unit Name USGPM LPM Inlet / Outlet Watts Unit Dimensions

L x W x H
Electrical Dimensions
W x H x D

SL-1S-HO 10 37.9 3/4” NPT
(19 mm)

28 18” x 6” x 7”
457 x 152 x 178

9” x 6” x 4”
229 x 152 x 102

SL-1R 15 56.8 3/4” NPT
(19 mm)

44 36” x 6” x 7”
914 x 178 x 254

9” x 6” x 4”
229 x 152 x 102

SL-1R-HO 20 75.7 1” NPT
(25 mm)

80 36” x 6” x 7”
914 x 178 x 254

9” x 6” x 4”
229 x 152 x 102

SL-2R 30 113.6 1.5” NPT
(38 mm)

88 36” x 6” x 7”
914 x 178 x 254

11” x 8” x 6”
279 x 203 x 152

SL-2R-HO 50 189.3 2” NPT
(51 mm)

160 36” x 6” x 10”
914 x 178 x 254

11” x 8” x 6”
279 x 203 x 152

SL-RV Series (Vertical Units)
Unit Name USGPM LPM Inlet / Outlet Watts Unit Dimensions

L x W x H
Electrical Dimensions
W x H x D

SL-1RV 15 56.8 3/4” NPT
(19 mm)

44 7” x 6” 48”
178 x 152 x 1219

9” x 6” 4”
229 x 152 x 102

SL-1RV-HO 20 75.7 1” NPT
(25 mm)

80 7” x 6” 48”
178 x 152 x 1219

9” x 6” 4”
229 x 152 x 102

SL-2RV 30 113.6 1.5” NPT
(38 mm)

88 9” x 8” 48”
229 x 203 x 1219

11” x 8” x 6”
279 x 203 x 152

SL-2RV-HO 50 189.3 2” NPT
(51 mm)

160 9” x 8” 48”
229 x 203 x 1219

11” x 8” x 6”
279 x 203 x 152

SL-A Series
Unit Name USGPM LPM Inlet / Outlet Watts Unit Dimensions

L x W x H
Electrical Dimensions
W x H x D

SL-1R-A120 40 151.4 2” NPT
(51 mm)

120 36” x 7” x 10”
914 x 178 x 254

16” x 24” x 8”
406 x 610 x 203

SL-2R-A120 70 265 2” NPT
(51 mm)

240 36” x 7” x 10”
914 x 178 x 254

16” x 24” x 8”
406 x 610 x 203

SL-3R-A120 100 378.6 2” NPT
(51 mm)

360 36” x 9” x 12”
914 x 229 x 305

16” x 24” x 8”
406 x 610 x 203

Note:  The SL-A systems incorporate state of the art low-pressure high intensity “AMALGAM” lamp technology.

Barrier and Wallace and Tiernan are trademarks of Siemens, its subsidiaries and affiliates.  NEMA 
is a trademark of the National Electrical Manufacturers Association.

The information provided in this brochure contains merely general descriptions or characteristics 
of performance which in case of actual use do not always apply as described or which may 
change as a result of further development of the products. An obligation to provide the 
respective characteristics shall only exist if expressly agreed in the terms of contract. 
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* Capacity at a UV dose of 40 mJ/cm2 at end of lamp life, and UV transmittance of 98% (254 nm; 1-cm cell)
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